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Frasch was founded on the belief that creating healthy
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BEND LIGHT

Acoustical Light Fixture

BEND light utilizes a length of PET felt gently formed
CTQWPF C VWDG NKIJVKPI “ZVWTG HQT
provides both ample lighting and acoustical performance.
The suspended LED lighting system provides an attractive
CNVGTPCVKXG VQ VTCFKVKQPCN "WQTC
CP CFGSWCVG NKIJV UQWTEG HQT N
aesthetically pleasing acoustical roof.

Application Ceiling Suspended
L W H WEIGHT
BEND LIGHT 4’ 47.83" 9.83” 14.33” 6.3 Ibs.
BEND LIGHT 8* 95.66” 9.83” 14.33” 12.6 Ibs.
*Middle seam may be slightly visible.
Hardware T-Nut
Default: #KTETCHV %CDNG 6JTGCFGF
JTKRNQEM *CPI
Unistrut*: 7TPKUVTWV %QPG OWV #UUGOD
#KTETCHVY %CDNG %QWR

#XCKNCDNG 7RQP 4GSWGUV

Material Content bOO 2'6 TGE[ENGF E

Flammability ASTM E84 Class Aor B

ACOUSHICS
Frequency (Hz) 250 500 1K 2K NRC

c\Fpkswe couf9bviPdby80¢0 063 075
Sabins per m( ?) 0.27 1.07 2.71 4.18

6GUV YCU EQPFWEVGF YJKNG RTQFWEV YCU KP
sUdettinBV NKIJVKPI RTQXKFKPI

CTIGT URCEGU YKVJ CP
#NN 04% VGUVKPIU CUUWOGU QPG HCEG-QPG Q

EQWPV HQT VIJG RTQFWEV VIJIKEMPGUU

Environment .QY 81%
2QUV % QPUWOGT 4GE[EN

4GE[ENCDI

Installation

$GPF .KIJV ECP GCUKN[ DG CUUGODNGF Y
T-Nut assembly.

AQF %QWRNGT OWV

G ogr&rmo\]}Ongln USA
N[6ITGCFGF 4QF

QQATarI%WyV JTKRNQEM 2 Years

rQPVGPYV

VJ 5VTGGV 5WKV(

#TNKPIVQP 6:

01-2021



01-2021



01-2021






