
PANL INSTALLATION - AIRCRAFT CABLE

Acoustical Screen

This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.
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You will need

Drill

Items Included

PANL

Note: Installer to select preferred 
ceiling hardware.

(2) Grip Lock
(2) 9mm Spike Bracket

1/16” Aircraft Cable
(3’ per panel included)

Optional

1/16” Aircraft Cable
(Additional length required, if any,
will be determined by site needs)

Cable Cutter
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1. Locate where spike bracket should be placed; we recommend approximately 6” from each side of the  

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

2. Insert and lock the aircraft cable into the grip lock.

PANL INSTALLATION - AIRCRAFT CABLE

Acoustical Screen
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1. Unscrew safety cap.

2. Press down to insert 

3. Screw down safety 
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3. Screw the grip lock to the saddle bracket on the panel.

PANL INSTALLATION - AIRCRAFT CABLE

Acoustical Screen

4.	 For	a	panel	secured	to	the	floor,	repeat	the	bracket	placement	and	installation	on	the	bottom	strips.	For		 	
	 suspended	panel,	only	install	brackets	on	top	of	the	panel.	 	 	

frasch.co    |          682.200.3005frasch.com



04 of 31
rev.01-2022

5. Complete Installation.

PANL INSTALLATION - AIRCRAFT CABLE

Acoustical Screen
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Suspended

Suspended and

secured to the floor



1/16” Aircraft Cable
(Additional length required, if any,
will be determined by site needs)

PANL INSTALLATION - WITH FERRULE

Acoustical Screen

This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.
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You will need

Drill

Items Included

PANL

(2) Grip Lock

(2) 9mm Spike Bracket

1/16” Aircraft Cable
(3’ per panel included)

Cable Cutter
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Wire Clamp

(2) Crimping Clamp Loop

Eye bolt or similar provided by installer.

Note: Installer to select preferred 
ceiling hardware.

Optional
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1. Locate where spike bracket should be placed; we recommend approximately 6” from each end of the  

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

2. Insert and lock the aircraft cable into the grip lock.

PANL INSTALLATION - WITH FERRULE

Acoustical Screen
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1. Unscrew safety cap.

2. Press down to insert cable.

3. Screw down safety cap.



07 of 31
rev.01-2022

3. Screw the grip lock to the saddle bracket on the panel.

PANL INSTALLATION - WITH FERRULE

Acoustical Screen

4. Insert the other end of the aircraft cable through one side of the crimping clamp until several inches  

 of cable emerge. To complete the loop continue threading the cable and loop around the desired   

 location. Then loop it into the other side of the crimping clamp and use a crimping tool to lock the  

 aircraft cable in place. 
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1.  Insert aircraft cable into  
 crimping loop.

2. Loop it through an eye bolt 3. Use wire crimp tool to squeeze   
 the crimping clamp and hold the  
 aircraft cable.

*Eye bolt not included.
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5. Complete Installation.

PANL INSTALLATION - WITH FERRULE

Acoustical Screen
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PANL INSTALLATION - WITH CONDUIT CLIP

Acoustical Screen

This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.
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You will need

Drill

Items Included

PANL

(2) 9mm Spike Bracket

Cable Cutter
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(2) 1/4-20 
Threaded Rod

(2) Conduit Clip

(2) Nut

Threaded Rod 1/4-20
Additional length over 18” per

PANL if needed

Optional
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1. Locate where spike bracket should be placed; we recommend approximately 6” from each end of the  

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

PANL INSTALLATION - WITH CONDUIT CLIP

Acoustical Screen

2. Install the threaded rod into the spike bracket.
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3.  Install the conduit clip onto both threaded rods.

4. Use the nut to secure the conduit clip.

PANL INSTALLATION - WITH CONDUIT CLIP
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5. Install onto existing pipe.

PANL INSTALLATION - WITH CONDUIT CLIP

Acoustical Screen
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6. Complete Installation.

Insert screw and nut to 
secure the conduit clip.

*Conduit not included.



PANL INSTALLATION - WITH THREADED ROD

Acoustical Screen

This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.
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You will need

Drill

Items Included

PANL

(2) Grip Lock

(2) 9mm Spike Bracket

Cable Cutter
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(2) 1/4-20 18” 
Threaded Rod

Threaded Rod 1/4-20
Additional length over 18” per

PANL if needed

Optional
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1. Locate where spike bracket should be placed; we recommend approximately 6” from each end of the  

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

PANL INSTALLATION - WITH THREADED ROD

Acoustical Screen
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2. Install the threaded rod into the spike bracket.
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3. Complete Installation.

PANL INSTALLATION - WITH THREADED ROD

Acoustical Screen
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PANL INSTALLATION - WITH MAGNETS AND 

AIRCRAFT CABLE

Acoustical Screen

This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.
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You will need

Drill

Items Included

PANL

(2) Grip Lock

(2) 9mm Spike Bracket 1/16” Aircraft Cable
(3’ per panel included)

Cable Cutter
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Unistrut or other 
metal surface installed.

(2) Magnet Stud

Note: Installer to select preferred 
ceiling hardware.

Optional

1/16” Aircraft Cable
(Additional length required, if any,
will be determined by site needs)
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1. Locate where spike bracket should be placed; we recommend approximately 6” from each end of the  

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

2. Insert and lock the aircraft cable into the grip lock.

PANL INSTALLATION - WITH MAGNETS AND 

AIRCRAFT CABLE

Acoustical Screen
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1. Unscrew safety cap.

2. Press down to insert cable.

3. Screw down safety cap.
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3. Screw the grip lock to the saddle bracket on the panel.

PANL INSTALLATION - WITH MAGNETS AND 

AIRCRAFT CABLE

Acoustical Screen

4. Insert and lock the other side of the aircraft cable into the grip lock.
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1. Unscrew safety cap.

2. Press down to insert cable

3. Screw down safety cap.
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6. Complete Installation.

PANL INSTALLATION - WITH MAGNETS AND 

AIRCRAFT CABLE

Acoustical Screen
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5. Screw the grip lock to the magnetic strut.

Attach magnet to unistrut or 
other metal surface.

* Unistrut not included.



PANL INSTALLATION - WITH MAGNETS AND 

THREADED ROD

Acoustical Screen
This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.
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You will need

Drill

Items Included

PANL

(2) Magnet Stud

(2) 9mm Spike Bracket

Cable Cutter
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Unistrut or other 
metal surface installed.

(2) 1/4-20 
18” Threaded Rod

Threaded Rod 1/4-20
Additional length over 18” per

PANL if needed

Optional
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1. Locate where spike brackets should be placed; we recommend approximately 6” from each end of the 

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

2. Insert and lock the aircraft cable into the grip lock.

PANL INSTALLATION - WITH MAGNETS AND 

THREADED ROD

Acoustical Screen
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3. Screw the threaded rod to the magnetic strut.

PANL INSTALLATION - WITH MAGNETS AND 

THREADED ROD

Acoustical Screen

4. Complete Installation.  
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Attach magnet to unistrut or 
other metal surface.

*Unistrut not included.
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This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.

PANL INSTALLATION - FOR T-GRID

Acoustical Screen
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Drill Cable Cutter

PANL

(2) 9mm Spike 
Bracket

(2) Coupler Nut (2) ACT Grid Clip

(2) Grip Lock 1/16” Aircraft Cable
(3’ per panel included)

You will need

Items Included

Note: Installer to select preferred 
ceiling hardware.

Optional

1/16” Aircraft Cable
(Additional length required, if any,
will be determined by site needs)
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1. Locate where spike brackets should be placed; we recommend approximately 6” from each end of the   

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

2. Insert and lock the aircraft cable into the grip lock.

PANL INSTALLATION - FOR T-GRID

Acoustical Screen
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1. Unscrew safety cap.

2. Press down to insert 

3. Screw down safety 
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PANL INSTALLATION - T-GRID

Acoustical Screen
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3. Screw the grip lock to the saddle bracket on the panel.

4. Insert and lock the other side of the aircraft cable into the grip lock.

1. Unscrew safety cap.

2. Press down to insert cable.

3. Screw down safety cap.
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5. Attach a coupler nut to the top grip lock.

PANL INSTALLATION - T-GRID

Acoustical Screen
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6. Attach an ACT grip clip to the coupler nut.
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7. Complete Installation.

PANL INSTALLATION - T-GRID

Acoustical Screen
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PANL INSTALLATION - FOR UNISTRUT

Acoustical Screen

This installation suggestions consist of a common process for PANL installation. Installers should rely 

upon their own professional experience and understanding of their unique requirements to ensure a 

successful install.
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You will need

Drill

Items Included

PANL

(2) Grip Lock

(2) 9mm Spike Bracket

Cable Cutter
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(2) Nut (2) Cone Nut

(2) 1/4-20
18” Threaded Rod

Unistrut or other 
metal surface installed.

Threaded Rod 1/4-20
Additional length over 18” per PANL if needed

Installer to select preferred ceiling hardware.

Optional
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1. Locate where spike bracket should be placed; we recommend approximately 6” from each end of the  

 panel. Slide spike brackets from the top in between layers until they grip the center layer of material.

2. Install the threaded rod into the spike bracket.

PANL INSTALLATION - FOR UNISTRUT

Acoustical Screen
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3. On the other side of the threaded rod insert the nut leaving 1/4” at the tip.

4. Screw the cone nut onto the top of the threaded rod.

PANL INSTALLATION - FOR UNISTRUT

Acoustical Screen
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1/4”
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5. Slide the assembly onto the Unistrut and then use the nut to lock into place.

6. Complete Installation.

PANL INSTALLATION - FOR UNISTRUT

Acoustical Screen
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

ACOUSTICAL SCREEN

DrillLevel

REQUIRED TOOLS
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023
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Sliding PANL is available in 2 mounting variations:

A: Direct mount to ceiling.

B: Mount to T-Grid ceiling. 
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SLIDING PANL:            DIRECT TO CEILING MOUNT

rev. date 1.7.2023

INCLUDED HARDWARE

Stock Track  [x2]

Spike Bracket  [x4] Slider Clasp  [x4]

PANL [x1]

Sheet Metal Screw  [x8] Drywall Screw  [x24]

Track Stop  [x4] Sliding Hardware  [x4]

Track Cap  [x4]
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SLIDING PANL:                 T-GRID MOUNT

rev. date 1.7.2023

INCLUDED HARDWARE

Stock Track  [x2]

Spike Bracket  [x4] Slider Clasp  [x4]

Sheet Metal Screw  [x8] Drywall Screw  [x24]

Track Stop  [x4] Sliding Hardware  [x4]

Track Cap  [x4]

1/4”-20 Hex Nut [x12] Tgrid Caddy Clip [x6]

PANL [x1]
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Press the spike brackets firmly into the center felt strip of the PANLs, apprx 173mm from 
the edges. Use the sheet metal screws to secure a clasp to each bracket as shown below.  

1

173mm

A B
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Attach the sliding hardware to the clasps. Use the hex nut on the post of the sliding 
hardware to tighten it to the clasp.

2

A B

C D

If you are installing for T-Grid, skip to page 11 
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Align the track to the ceiling and secure it with the drywall screws. 3

NOTE: The holes in the track are only large 
enough to accomodate the drywall screws. 
If mounting with bolts, drilling larger holes 

in the track is required.
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Slide the assembled PANLs into the mounted track. 4
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Insert the track stops firmly into the ends of each track, then secure all 4 caps as shown 
below. 

5

A

B
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Installation complete.
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Install the Caddy clips onto the T-Grid:3

Orient the Caddy clip at a 45deg angle to the bar stock. Press the clip against the track.  

Rotate the clip clockwise to lock in place. Ensure the clip is locked firmly in place. Rotate the clip 
counter-clockwise to unlock and adjust its position.  

A B

C D
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

When all 6 clips are installed, screw a hex nut onto each Caddy clip posts.4

Install the sliding tracks and secure them with an additional hex nut. Drilling larger 
holes in the sliding tracks is required. 

5
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SLIDING PANL: INSTALLATION INSTRUCTIONS

rev. date 1.17.2023

Follow steps 4 & 5 to complete the installation. 6

Installation complete.
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